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Long wheelbase ProPac 
 
 
 
 

 
 

Remote area unit

Unit 2 / 16 Resolution Drive Caringbah NSW 2229 
PO Box 2494 Taren Point NSW 1495 

Ph (02) 9540 2219 Fax (02) 9525 9285 
www.paveline.com.au  
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ABN 48 098 409 333 
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Paveline International has 25 years experience in the design and manufacture of emulsion spraying 
systems, and prides itself on setting the industry standard for ergonomics and environmentally friendly 
equipment. Paveline’s unique slide out spray bar, which has eliminated the need for kerosene flushing 
and extensions has become the industry bench mark. 
 
 
Four (4) base models are available: 
 

·  The Metro - Utilizes a lighter cab chassis and can provide on site refuelling for pavers & 
rollers. The Metro provides secure storage for equipment while truck has to be parked off site 
during paving. 

·  The ProPac - Need to carry road saws, ICB’s, large paver extensions while still carrying 500 
ltrs of fuel, 800 ltrs of water and providing up to 120 cfm of air?  The ProPac offers the widest 
flexibility when job tasks vary, with built in load restraining points, full width rear opening gates 
and up to 2,000 litres emulsion capacity. 

·  The Regional - Finds itself travelling to major job sites tacking and providing secure storage 
for all equipment when not in use. 

·  The Remote - Unit which can take a crew, their camping gear, spare gas, 800 litres of fuel, 
tow a skidsteer, mill & broom combination and then, when onsite, back up as a tipper to cart 
spoil, sweepings etc.. 

 
 
 
 

 
 

 
Metro 

 
ProPac 

 
Regional 

 
Remote 

 
 

Approx Truck 
GVM 

 

 
 

10,400kg 

 
 

15,000kg 

 
 

16,500kg 

 
 

16,500kg 

 
Body Size 

 

 
5500X 2450mm 

 
6500X2450mm 

 
6500X2450mm 

 
6800X2450mm 

 
Aluminium 
Cabinets 

 

 
 

4.95 cubic metres 

 
 

3.75 cubic metres 

 
 

6.22 cubic metres 

 
 

6.22 cubic metres 

 
 
 
The Paveline Emulsion System consists of: 
 
·  2,000 Litre Emulsion vessel, certified to Australian Standards AS1210 class2b. 
·  Lockable ground fill with interlocked air vent. 
·  Heater/filter unit fitted with high pressure air purge system. 
·  Cab spray controls to individually switch on each of the 8 spray tips. 
·  2400mm wide spray bar which can be moved out for service, manual adjustable side shift and 

height.  
·  Each of the 8 spray tips can be individually controlled, allowing spray width to be adjusted from 

300 to 2400mm. 
·  Optional power side shift. 
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Options are then chosen based on the customer requirements. 
 

·  Load cell weighing of emulsion vessel. 

·  Paveline spray logger, using latest CANBUS technology you can now monitor and record:  

o Emulsion flow rate, job totals, tank totals. 

o Vehicle speed display. (For accurate low speed readings in m/min and distance). 

o Vehicle safety interlocks and warnings. Locker doors closed, equipment carrier 

raised. 

·  Reduction to 1,000litre emulsion tank. 

·  Compressor- 30cfm compressor driven off a PTO on suitable cab chassis. 

·  Compressor- 75cfm or 130cfm Diesel Box compressor (Airman), tray mounted with hose reel. 

·  Auxiliary diesel fuel tank, 300litre or 800litre, fuel pump, spring rewind hose reel and auto 

nozzle. 

·  Tipping Body (Suitable for Remote only) - 4 cubic metres with optional self retracting load 

cover and centre divider. 

·  Tow Bar Options: Pintle hook, Bartlett Ball, 50mm Ringfeder / Jost Rockinger. 

·  Trailer air brakes and electrical connection. 

·  Beacons.  Two amber beacons fitted to cab roof. 

·  Work lights and locker lighting.  Six work lights, lighting in every locker, work light timer with 

switch on steps. 

·  Water tank from 200litre to 2000litre aluminium, including pump and hose reel. 

·  Battery isolation switch (Heavy duty). 

·  Jumper Lead Plugs for 12volt and 24volt. 

·  1 Tonne Crane with manual leg. 

·  80litre Engine or hydraulic oil tank with air pump, reel and non drip nozzle. 

·  Equipment Tie Downs.  Secure points provided to suit equipment. 

·  Equipment Carrier for vibrating plates etc., hydraulic raise/lower with in-cab warning lamp. 

·  Intercom. Hands free communications between cab and rear of truck. 

·  Uniden UHF radio. 

·  CCTV – Camera fitted to rear of truck with 7” colour screen in the cab. 

·  Emulsion hand lance: 10 or 20metres, with reel. 

·  Chassis Alterations. Wheel base shortening, if required. 

·  Power Mirrors left hand side. 

·  Skid steer tyre rack.  

·  Electric side shift for emulsion spray bar, with in-cab controls.  

·  Annex  
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Rear emulsion spray bar with rubber skirts to stop overspray, fitted with optional power side shift 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Spray bar can be slid out from under truck for easy cleaning and maintenance 
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Emulsion heater filter unit, high capacity heating using engine waste heat, eliminates blocked spray tips and 
kerosene cleaning 

 

 
 

Lockable emulsion ground fill with safety interlocks to ensure tank is safely vented before fill valve is opened. 
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Integrated CCTV and UHF Radio when combined with rear mounted hands free intercom provides maximum 
safety 

 
 

 
 

In-cab fridge 
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IN-CAB INFORMATION DISPLAY 

Display showing ground speed, emulsion flow rate and Display linked to buzzer showing if the vehicle 
job totals. Paveline’s load cells provide accurate vessel is safe to move. 
contents for correct mixing of additives. 
 
 
The optional Paveline Spray Logger, using latest CANBUS technology you can now monitor and record: 

·  Emulsion flow rate, job totals, tank totals. 
·  Vehicle speed display, for accurate low speed readings in m/min and distance. 
·  Vehicle safety interlocks and warnings, eg. locker doors closed, equipment carrier raised. 

 
 
 

 
 

 
Load cells are used to calculate job usage and the total amount of emulsion left in the tank 
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Cab emulsion spray controls – Eight (8) switches control the spray tips with a master apply switch. Rocker 
switches for beacons, work lights, side shift etc. 

 
 

 
 

In-Cab Compressor Controls 
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Vault side locker option with locker lighting 

 

 
 

Locker can be customized to store your equipment. This one was designed to fit four brooms, six shovels, four 

screeds. 
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2000litre Water Tank 
 

 
 

Multi purpose storage area suitable for IBC’s or pallets. Integrated tie down rails. 
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Range of cranes available 
 

 
Lockable skid steer tyre rack 
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Hydraulically operated slide out curb broom carrier in stored position 

 
 

 
Hydraulically operated slide out curb broom carrier 



�� �� �� �� �� �� �� ��  Tack Coaters  
 

 - 13 -

 
 
 
 
 
 
 
 
 

 
 

Heavy duty hydraulically raised/lowered 
equipment carrier (wacker packer) with fuel and 

oil dispensing equipment in lockable 
compartment fitted with lighting. 
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Short wheel base ProPac complete with fuel and oil dispensing, 130cfm compressor, work lights and locker 

lighting system. 
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Remote area unit complete with 500Ltr diesel tank, 2000Ltr water tank and 75cfm compressor 
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